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BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 

• BLACK BORDERS 

• TEXT CUT OFF AT TOP, BOTTOM OR SIDES 

• FADED TEXT 

• ILLEGIBLE TEXT 

• SKEWED/SLANTED IMAGES 

• COLORED PHOTOS 

• BLACK OR VERY BLACK AND WHITE DARK PHOTOS 

• GRAY SCALE DOCUMENTS 

IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 



Place wire sutures around 
the annulus, with 
Suture Placement Tool 



Place sutures into organizer 



Remove wire sutures form 
the organizer and place thru 
the cuff. 



Drop valve into annulus 
and seat cuff 



FIG.1. 



Attach Termination Tool to 
each wire suture pair 
outside body. 



Repeat as necessary 



Slide tool down the wire 
sutures, tension the suture 
and terminate 




FIG.1C. 
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FIG. 9. 
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FIG.11. 




FIG/12. 
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Fl G. 15. 





FIG. 17. 



FIG. 16. 



FIG.18. 




FIG. 19. 




FIG. 20 



FIG. 21. 



FIG. 29. 
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FIG.30A. 
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FIG.30D 
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FIG.30F. 30F1 



FIG.30F1. 




FIG.30G. 
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FIG. 31 
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FIG.32. 

SECTION A-A 



FIG. 33 




